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Oprawy do wbudowania • Recessed luminaires • Светилники  для  встраивания
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BM2 114 B1 G9 1x14W TC-R GR14q-1 1,50
BM2 114 A1 G9 1x14W TC-R GR14q-1 1,50
BM2 117 B1 G9 1x17W TC-R GR14q-1 1,50
BM2 117 A1 G9 1x17W TC-R GR14q-1 1,50
BM2 214 B1 G9 2x14W TC-R GR14q-1 1,20
BM2 214 A1 G9 2x14W TC-R GR14q-1 1,20
BM2 217 B1 G9 2x17W TC-R GR14q-1 1,60
BM2 217 A1 G9 2x17W TC-R GR14q-1 1,60 

W zestawie źródło wiatła TC-R 14/17W/830.
Included light sources TC-R 14/17W/830.
В составе источники света TC-R 14/17W/830.

BK2 114 B1 G9 1x14W TC-R GR14q-1 1,70
BK2 114 A1 G9 1x14W TC-R GR14q-1 1,70
BK2 117 B1 G9 1x17W TC-R GR14q-1 1,70
BK2 117 A1 G9 1x17W TC-R GR14q-1 1,70
BK2 214 B1 G9 2x14W TC-R GR14q-1 1,90
BK2 214 A1 G9 2x14W TC-R GR14q-1 1,90
BK2 217 B1 G9 2x17W TC-R GR14q-1 1,90
BK2 217 A1 G9 2x17W TC-R GR14q-1 1,90

W zestawie źródło wiatła TC-R 14/17W/830.
Included light sources TC-R 14/17W/830.
В составе источники света TC-R 14/17W/830.

BERYL SES
BERYL M22 SES

BERYL K22 SES

Wymiary / Dimensions / Размер

Wymiary / Dimensions / Размер

      ØA   h  A1  B1  
  (mm) (mm) (mm) (mm)

BERYL M22 SES 212 150 101 205 200

     A B h A1 B1   
       (mm) (mm)  (mm) (mm) (mm)

BERYL K22 SES 220 220 146 128 210  200x200 
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